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UNI T DE L I VE R E D COMP LE TE W I TH:
Wireless remote control, TANDBERG Precis ionHD Camera,
microphone and cables

B ANDW IDTH
9 5 MX P :
H. 320 up to 512 kbps
H. 323 & S IP up to 2 Mbps
8 5 MX P :
H. 320 up to 384 kbps
H. 323 & S IP up to 1 . 1 Mbps
7 5 MX P :
H. 320 up to 128 kbps
H. 323 & S IP up to 768 kbps

F I R EWALL TR AVE R S AL
TANDB ERG Expres swayTM Technology
Auto NAT
H. 460 . 18 , H. 460 . 19 Firewall Travers a l
S IP ICE

V I DE O S TANDAR DS
H. 261 , H. 263 , H. 263+, H. 263++ (Natura l Video) , H. 264

V I DE O FE ATUR E S
Native 16 : 9 Wides c reen
Advanced S c reen Layouts
P ic ture in P ic ture ( P IP )
P ic ture outs ide P ic ture & Large POP
S ide by S ide
PC Zoom
Intelligent Video Management
S imultaneous videoconference & loca l PC mode
Local Auto Layout

V I DE O INP UTS ( 5 I NP UTS )
1 x 9 P inDSUB : HD Main Camera
1 x MiniDin, S -video: aux ilia r y/ document c amera
1 x R CA/ Phono, compos ite: document c amera/ aux
1 x R CA/ Phono, compos ite: VCR
1 x DVI -I : PC
Input: 800 x 600 (@ 60, 72, 75, 85 Hz), 1024 x 768 (@ 60, 70, 75 Hz),
1280 x 720 (HD720P) (@ 50, 60 Hz) , 1280 x 1024 @ 60 Hz,
1280x768, 1280x800, 1360x768, 1366x768 (@60 Hz)
E x tended Dis play Ident ific at ion Data ( EDID)

V I DE O OUTP UTS ( 4 OUTP UTS )
1 x MiniDin, S -video: main monitor
1 x R CA/ Phono, compos ite: main monitor or VCR
1 x R CA/ Phono, compos ite: dual monitor or VCR
1xDVI -1 / XGA: main or s econd monitor
XGA Output
800 x 600 @ 75 Hz, 1024 x 768 @ 60 Hz, 1280 x 768 (WXGA)
@ 60 Hz, 1280 x 720 (HD720p) @ 60 Hz, 1280x800 @ 60 Hz

VESA Monitor Power Management

V I DE O FOR MAT
NTSC , PAL, VGA, S VGA, XGA, WXGA, S XGA and HD720p

L I VE V I DE O R E S OLUT IONS
NAT I V E NTS C :
400p ( 528 x 400 pixels )
4S IF ( 704 x 480 pixels ) , Digita l C larity
Interlac ed S IF ( iS IF 352 x 480 pixels ) , Natura l Video
S IF ( 352 x 240 pixels )
NAT I V E PAL :
448p ( 576 x 448 pixels )
4C IF ( 704 x 576 pixels ) , Digita l C larity
Interlac ed C IF ( iC IF 352 x 576 pixels ) , Natura l Video
C IF ( 352 x 288 pixels )
QC IF ( 176 x 144 pixels )
SQC IF ( 128 x 96 pixels ) decode only
NAT I V E P C R E S OLUT I ONS :
XGA ( 1024 x 768 )
S VGA ( 800 x 600 pixels )
VGA ( 640 x 480 pixels )
WXGA ( 1280x768 )
WIDE R E S OLUT I ONS :
w288p ( 512 x 288 pixels )
w448p ( 768 x 448 pixels )
w576p ( 1024 x 576 pixels )
w720p ( 1280 x 720 pixels )
S T I LL IMAGE TR ANS F E R
CIF, S IF, 4CIF (H.261 Annex D) , 4S IF, VGA, SVGA, XGA, WXGA

AUDIO S TANDAR DS
G.711, G.722, G.722.1 , G.728, 64 bit & 128 bit MPEG4AAC-LD

AUDIO FE ATUR E S
CD-Quality 20KHz Mono and S tereo
Telephone add-on via Mult iS ite
Two s eparate acous t ic echo cancellers
Audio mixer
Automatic Gain Control ( AGC )
Automatic Nois e R educ t ion
Audio level meters
VCR duck ing
Optional S tereo Package
Packet los s management
Ac t ive lip s ynchronizat ion
GSM/ B lac kberr y inter ference audio feature
ALD (As s is t ive Lis tening Devic es ) s uppor t with acous t ic
echo cancellat ion

AUDIO I NP UTS ( 4 I NP UTS )
2 x mic rophone, 24V phantom powered, XLR connec tor
1 x R CA/ Phono, Line Level: aux ilia r y ( or VCR S tereo L)
1 x R CA/ Phono, Line Level: VCR / DVD ( S tereo R )

AUDIO OUTP UTS ( 2 OUTP UTS )
1 x R CA/ Phono, S / PDIF (mono/ s tereo) or Analogue
Line Level: main audio or Analogue S tereo L

1 x R CA/ Phono, Line Level: VCR or Analogue S tereo R

FR AME R ATE S
30 frames per second @ 168 kbps and above
60 fields per second @ 336 kbps and above (point-to-point)

DUAL S TR E AM
DuoVideo
H. 239 dual s tream
Dynamic bandwidth adjus tment (H. 323 )
Available on H. 323 & H. 320
Available in Mult iS ite from any s ite ( 95 & 85 MXP only)

NE TWOR K FE ATUR E S
Auto H. 320 / H. 323 dia ling
S IP
Downspeeding
P rogrammable network profiles
Intelligent Call Management
Max imum call length t imer
Automatic S P ID and line number configurat ion
(Nat ional ISDN, GR -2941 -COR E )

S oftMux
H. 331 B roadcas t Mode
NATO s tandard KG194 / K IV-7 enc r yptor s uppor t * *
UR I Dia ling
Direc t DNS dia ling

MULT I S I T E F E ATUR E S ( 9 5 & 8 5 MXP ONLY )
H.323 / H. 320 / S IP / Telephony/ VoIP in the s ame conference
Audio and Video Trans coding
Video rate matching from 56 kbps — maximum conference rate
CP4 and Voic e Switched
B es t Impres s ion (Automatic CP Layouts )
H. 264 , Enc r ypt ion, Digita l C larity
Dual S tream from any s ite
ISDN & IP Downspeeding and IPLR
Mult iS ite (H. 243 ) Cas c ading on H. 320 & H. 323
Unicode H. 243 Terminal Names
Dia l-in/ Dia l-out
Chair control for hos t s ys tem
Snaps hot of ongoing conference ( JPEG)
S naps hot of ongoing DuoVideo/ H. 239 pres entat ion ( JPEG)
S eparate welcome page for enc r ypted conferences
Conference rates up to 2 . 3 Mbps with optional bandwidth
upgrade ( 1 . 5 Mbps is s tandard conference rate)

Up to 4 video and 3 audio s ites
4 s ites @ 768 kbps (+telephone calls )
M ix ISDN-B R I and IP up to max imum conference rate

EMB E DDE D E NC R YP T I ON
H. 320 and H. 323 point-to-point and mult ipoint c a lls
S tandards -based: H.233, H.234, H.235 v2&v3, DES and AES
NIS T-va lidated AES
NIS T-va lidated DES
Automatic key generat ion and exchange
Suppor ted in Dual S tream & Mult iS ite

I P NE TWOR K FE ATUR E S
I E EE 802 . 1 x / EAP Network Authentic at ion
H. 235 Gatekeeper Authentic at ion
DNS lookup for s er vic e configurat ion
Dif ferent iated S er vic es (Dif fS er v)
R es ourc e R es er vat ion P rotocol ( R S VP )
IP precedence
IP Type of S er vic e ( ToS )
IP adaptive bandwidth management ( inc luding flow control)
Auto gatekeeper dis cover y
Dynamic playout and lip-s ync buf fering
Intelligent Pac ket Los s R ecover y ( IP LR )
H. 245 DTMF tones in H. 323
C is co CallManager integrat ion us ing ECS
IP Addres s Conflic t Warning
Date and Time s uppor t via NTP
Call S er vic es

I P v6 NE TWOR K S UP P OR T
Dual S tac k IPv4 and IPv6 s imultaneous s uppor t
Net s er vic e s uppor t on IPv6 : Telnet , S SH, HTTP, HTTPS ,
FTP, SNMP, DNS , NTP, DHCP "

Media s uppor t on IPv6 : H. 323 , S IP, S treaming

S E C UR I TY F E ATUR E S
Management via HTTPS and S SH
IP Adminis trat ion Pas sword
Menu Adminis trat ion Pas sword
Dia ling Acces s code
S treaming Pas sword
H. 243 MCU Pas sword
VNC Pas sword
SNMP s ecurity a ler ts
Dis able IP s er vic es
MD-5 Challenge
Network S ett ings protec t ion
S IP Authentic at ion via NTLM
S IP Authentic at ion via Diges t

NE TWOR K I NTE R FAC E S
4 x ISDN B R I ( R J-45 ) , S -inter fac e
1 x LAN/ E thernet ( R J-45 ) 10 / 100 Mbit
( LAN/ DS L/ c able modem)

1 x PC card s lot ( PCMC IA) for wireles s LAN
1 x USB for future us age

WIR E LE S S LAN S UP P OR T
Compliant with IE EE 802 . 11b, up to 11 Mbit
S uppor t for 64 / 128 bit enc r ypt ion (WEP )
Infras truc ture or ad-hoc mode

E THE R NE T / I NTE R NE T / I NTR ANE T CONNE C T I V I TY
TCP / IP, DHCP, AR P, FTP, Telnet , HTTP, HTTPS , SOAP and
XML, MD-5 Challenge

SNMP Enterpris e Management
Interna l web s er ver
Interna l s treaming s er ver

OTHE R MAJOR S TANDAR DS S UP P OR TE D
H. 231 , H. 233 , H. 234 , H. 235 v2& v3 , H. 239 , H. 241 , H. 243 ,
H. 281 , BONDING ( ISO 13871 ) , H. 320 , H. 323 , H. 331

R FC 3261 , R FC 2237 , R FC 3264 , R C 3311 , R FC 3550 ,
R FC 2032 , R FC 2190 , R FC 2429 , R FC 3407

P R E C I S I ONHD CAME R A
7 x zoom 1/ 3 " CMOS +10 ˚/ -20 ˚ t ilt +/ - 90 ˚ pan
42 ˚ ver t ic a l field of view
72 ˚ tota l ver t ic a l field of view
70 ˚ horizonta l field of view
250 ˚ tota l horizonta l field of view
Focus dis tance 0 . 3m–infinity
1280 x 720 pixels progres s ive @ 30 fps
Automatic or manual focus / brightnes s / whitebalance
Far-end camera control
15 near- and far-end camera pres ets
Voic e-ac t ivated camera pos it ioning
Dais y-chain s uppor t ( Vis c a protocol c amera)

C LOS E D C AP T IONING/ TE X T C HAT
T.140 text chat available from Telnet, Web and User Inter face

P R E S E NTAT IONS AND COLLAB OR AT ION
Natura l P res enter Pac kage inc luding:
PC P res enter (DVI -I , S XGA In)
PC S oftP res enter
Digita l C larity & Native Formats
Advanced Video Layouts
S treaming compatible with C is co IP / TV,
Apple Quic kTime® , R ea lP layer® v8 , etc .

S Y S TEM MANAGEME NT
S uppor t for the TANDB ERG Management S uite
Tota l management via embedded web s er ver, SNMP,
Telnet , S SH, FTP and SOAP

Remote software upload: via web ser ver, FTP ser ver or ISDN
1 x R S -232 loc a l control and diagnos t ic s
R emote control and on-s c reen menu s ys tem
External S er vic es from TMS

DI R E C TOR Y S E R V I C E S
Suppor t for Loca l Direc tories (My Contac ts ) ,
Corporate Direc tor y and Global Direc tor y

Unlimited entries us ing S er ver direc tor y* s uppor t ing
LDAP and H. 350

Unlimited number for Corporate direc tor y ( through TMS )
400 number global direc tor y
200 number loc a l direc tor y
16 dedic ated Mult iS ite entries
Direc tories in Local Languages
R eceived Calls with Date and Time
P laced Calls with Date and Time
Mis s ed Calls with Date and Time

1 7 S E LE C TAB LE M E NU LANGUAGE S
Arabic, S implified Chinese,Traditional Chinese, Danish, English,
French, German, Italian, Japanese, Korean, Norwegian,
Portuguese, Russ ian, Spanish, Suomi, Swedish and Thai

Chines e, Korean and Japanes e Input Method Editor
Impor t Cus tom Language through TMS

CUS TOMIZ ED WELCOME SCR EEN AND COMPANY LOGO
P ic ture JPEG ( logo. jpg) : R ecommended max imum s ize
is 704x576 for Welcome S c reen and 352x288 for
Enc r ypt ion R equired S c reen.

P OWE R
Auto-s ens ing power s upply
100–250 VAC , 50–60 Hz
40 watts max

OP E R AT I NG TEMP E R ATUR E AND HUM IDI TY
0 ° C to 35 ° C ( 32 ° F to 95 ° F) ambient temperature
10% to 90% R elat ive Humidity ( R H)

S TOR AGE AND TR ANS P OR T TEMP E R ATUR E
-20 ° C to 60 ° C ( -4 ° F to 140 ° F) at R H 10–90%
(non-condens ing)

AP P R OVALS
Direc t ive 73 / 23 / EEC ( Low-Voltage Direc t ive)
– S tandard EN 60950

Direc t ive 89 / 336 / EEC ( EMC Direc t ive)
– S tandard EN 55022 , C las s B
– S tandard EN 55024
– S tandard EN 61000 -3 -2 / -3 -3

Direc t ive 1999 / 5 / EEC ( R & TTE Direc t ive)
– S tandard TB R 3

Approved according to UL 60950 and CAN/ CSA C22.2
No.60950

Complies with FCC15B C las s B

UNI T DIM E NS IONS
Height : 16 . 9 " / 42 . 9 cm
Width ( inc luding foots tand) : 5 . 7 " / 14 . 5 cm
Depth ( inc luding foots tand) : 9 . 0 " / 22 . 8 cm
Weight : 7 . 7 lbs / 3 . 5 kg

* R equi r e s TANDB E R G M anagement S ui t e 9 or newe r.
* * Opt iona l equipment , mus t be s pec i f i ed a t t he t ime
of orde r, S e r i a l P or t r epla c e s I S DN B R I .

A l l s pe c i f i c a t ions s ubje c t t o c ha nge wi t hout not i c e ,
s ys t em s pec i f i c s ma y va r y.

A l l image s in t he s e ma t e r i a l s a re for repre s ent a t iona l
purpos e s only, a c t ua l produc t s ma y di f fe r.

TANDB E R G and E x pre s s wa y a re regi s t e red t ra dema rk s or
t ra dema rk s of TANDB E R G in t he U . S . a nd ot he r c ount r i e s .

A l l other t radema rk s a re proper ty of the ir res pec t ive owners .

M TB F P R ODUC T R E L I AB I L I T Y / M TB F
The predi c t ed re l i a bi l i t y i s e x pre s s ed in t he ex pec t ed
ra ndom Mean T ime B e tween F a i lure s ( M TB F ) for t he
e le c t roni c c omponent s ba s ed on t he P owe r On Hours :
P owe r On Hours ( P OH) > 6 9 , 0 0 0 hours
Us e ful L i fe C yc le > 6 yea rs
I S O 9 0 0 1 C e r t i f i c a t e i s a va i l a ble upon reque s t

TANDB E R G

Edge
95/85/75
MXP

Suite 401 | Jumeirah Terrace, 
Jumeirah 1, PO Box 118821, 
Dubai, U.A.E.
E-mail :: info@granteq.com

Telephone :: +971 4 3464646
FAX ::  +971 4 3464647
Vid Conf :: +971 4 3464641
Web: www.granteq.com




